






Bid Data Sheet 

ITB Clause 
 

1.1 

 

The Procuring Entity is Department of Social Welfare and Development-
Cordillera Administrative Region. 

The Project title is Improvement of DSWD-CAR Field Office Building's 
Ground Floor and Conversion of the Standpipe System and Installation 
of the Fire Detection and Alarm System for the DSWD Field Office  

The identification number of the Contract is 2026-DSWD-CAR-08 

2 The Funding Source is:  

2.1 The GOP through the source of funding as indicated below for 2026 in 
the amount of PhP 7, 050, 929.82 

2.2 The source of funding is:  

a. NGA, the General Appropriations Act or Special Appropriations.  

3.1 No further instructions. 

5.2 Bidding is restricted to eligible bidders as defined in ITB Clause 5.2. 

5.4 

 

Contracts similar to the Project shall be those described as follows:   

Construction or Improvement/ Renovation/ Repair of Buildings 

7 No further instructions. 

8.1  “Subcontracting is not allowed.” 

8.3  “Not applicable.” 

8.4  “Subcontracting is not allowed.”  

9.1 The Procuring Entity will hold a pre-bid conference for this Project on 4 
August 2026 at  10:00 AM(PST) through Google Meet with the link : 
meet.google.com/mze-kans-dtc. 

10.1 

 

The Procuring Entity’s address is: 

Department of Social Welfare and Development – Cordillera 
Administrative Region  
No. 40 North Drive, Baguio City  
Telephone No: (074) 661-0430 local 25123 
Email address: bacsec.car@dswd.gov.ph 
Cellular Phone No.: (0969)-572-9176 



12.1(h)(ii) The minimum work experience requirements for key personnel are the 
following: 

LOT 1 : Conversion of the Standpipe System and Installation of the Fire 
Detection and Alarm System for the DSWD Field Office 
 

KEY 
PERSONNEL 

NO. OF 
PERSONNEL 

GENERAL 
EXPERIENCE 

RELEVANT 
EXPERIENCE 

Project 

Engineer/ 

Project-In-

Charge 

1 Registered Civil 

Engineer/ 

Architect with at 

least three (3 

years) of 

experience in the 

construction 

industry 

Registered Civil 

Engineer or 

Architect with at 

least three (3 

years) of relevant 

experience in 

repair/ renovation/ 

improvement 

works 

Registered 

Electrical 

Engineer/ 

Mechanical 

Engineer 

1 Registered 

Electrical or 

Mechanical 

Engineer with at 

least three (3 

years) of 

experience 

Registered 

Electrical or 

Mechanical 

Engineer with at 

least three (3 

years) of 

experience in 

providing 

rehabilitation 

services of the 

FDAS , including 

the repair, 

replacement, 

supply, 

installation, 

integration, and 

testing of their 

components 

Safety Officer 1 Certified by an 

accredited safety 

organization in 

Construction 

Occupational 

Safety and Health 

(COSH) 

prescribed by 

Department of 

Labor and 

Employment 

(DOLE) and must 

have at least three 

(3) years 

experience in the 

Certified by an 

accredited safety 

organization in 

Construction 

Occupational 

Safety and Health 

(COSH) 

prescribed by 

Department of 

Labor and 

Employment 

(DOLE) and must 

have at least three 

(3) years 

experience in the 



construction 

industry 
construction 

industry 

Project Foreman 

  
1 At least three (3 

years) of 

experience in the 

construction 

industry 

At least three (3 

years) of relevant 

experience in 

repair/ renovation/ 

improvement 

works 

Electrician 

  
1 At least three (3 

years) of 

experience in the 

construction 

industry with NC II 

Certificate 

At least three (3 

years) of relevant 

experience in 

repair/ renovation/ 

improvement 

works 

 
Lot 2: IMPROVEMENT OF DSWD-CAR FIELD OFFICE BUILDING'S 
GROUND FLOOR 

 

KEY 

PERSONNEL 
NO. OF 

PERSONNEL 
GENERAL 

EXPERIENCE 
RELEVANT 

EXPERIENCE 

Project 

Engineer/ 

Project-In-

Charge 

1 Registered Civil 

Engineer/ 

Architect with at 

least three (3 

years) of 

experience in the 

construction 

industry 

Registered Civil 

Engineer or 

Architect with at 

least three (3 

years) of relevant 

experience in 

repair/ renovation/ 

improvement 

works and interior 

fit-out projects 

Safety Officer 1 Certified by an 

accredited safety 

organization in 

Construction 

Occupational 

Safety and Health 

(COSH) 

prescribed by 

Department of 

Labor and 

Employment 

(DOLE) and must 

have at least three 

(3) years 

experience in the 

construction 

industry 

Certified by an 

accredited safety 

organization in 

Construction 

Occupational 

Safety and Health 

(COSH) 

prescribed by 

Department of 

Labor and 

Employment 

(DOLE) and must 

have at least three 

(3) years 

experience in the 

construction 

industry 



Project Foreman 

  
1 At least three (3 

years) of 

experience in the 

construction 

industry 

At least three (3 

years) of relevant 

experience in 

repair/ renovation/ 

improvement 

works 

Electrician 

  
1 At least three (3 

years) of 

experience in the 

construction 

industry with NC II 

Certificate 

At least three (3 

years) of relevant 

experience in 

repair/ renovation/ 

improvement 

works 

Plumber 

  
1 At least three (3 

years) of 

experience in the 

construction 

industry with NC II 

Certificate 

At least three (3 

years) of relevant 

experience in 

repair/ renovation/ 

improvement 

works 

 

12.1(h)(iii) The minimum major equipment requirements are the following: 

LOT 1 : Conversion of the Standpipe System and Installation of the Fire 
Detection and Alarm System for the DSWD Field Office 

EQUIPMENT CAPACITY NO. OF UNITS 

Mini Dump Truck/ Elf 

Truck 
At least 2.5 cubic meter At least 1 

Welding Machine At least 300 Amperes At least 2 

Electric Portable 

Grinder/ Drill 
- At least 2 

 

LOT 2: IMPROVEMENT OF DSWD-CAR FIELD OFFICE BUILDING'S 
GROUND FLOOR 

EQUIPMENT CAPACITY NO. OF UNITS 

Mini Dump Truck/ Elf 

Truck 
At least 2.5 cubic meter At least 1 

Welding Machine At least 300 Amperes At least 2 

Electric Portable Grinder/ 

Drill 
- At least 2 

Circular Saw For wood and 

gypsum/fiber cement 

board 

At least 1 

 



12.4 The ABC is Seven Million Fifty Thousand Nine Hundred Twenty-Nine 
and Eighty-Two Centavos (PhP 7, 050, 929.82). Any bid with a financial 
component exceeding this amount shall not be accepted. 

14.1 The bid prices shall be quoted in Philippine Peso. 

14.3 Payment shall be made in Philippine Peso. 

15.1 Bids will be valid for One Hundred Twenty (120) calendar days from bid 
opening.  

16.1 
The Bid Security shall be in the form of a Bid Securing Declaration, or any of 
the following: 

1. The amount of not less than 2% of ABC, if bid security is in cash, 
cashier’s/manager’s check; 

2. The amount of not less than 5% of ABC, if bid security is in bank draft 
/ guarantee, irrevocable letter of credit or Surety Bond; 

16.2 The Bid Security shall be valid until the issuance of Notice of Award. 

16.3 In case of extension of bid validity and bid security validity period, 

Substitution of the bid security form is allowed. Bid Securing Declaration and 
the following forms may be used: [choose at least two (2)] 

a) Cash or Cashier’s or Manager’s Check issued by a Bank.   

b) Bank draft/guarantee or irrevocable Letter of Credit issued by a Bank: 
Provided, however, that it shall be confirmed or authenticated by a local Bank, 
if issued by a foreign bank.  

 c) Surety bond callable upon demand issued by a surety or insurance 
company duly certified by the Insurance Commission as authorized to issue 
such security. ”  

. 

19 
The address for submission of bids is 

 Department of Social Welfare and Development – Cordillera 
Administrative Region  
No. 40 North Drive, Baguio City  
Telephone No: (074) 661-0430 local 25123 
Email address: bacsec.car@dswd.gov.ph 
Cellular Phone No.: (0969)-572-9176 
 

The deadline for submission of bids is 17 August 2026 at 1:00PM. 

21.5  “No further instructions.” 

22.1 The date and time of bid opening is 17 August 2026 at 1:30PM 



The place of bid opening is DSWD CAR BAC Conference Room, No. 40 North 
Drive, Baguio City 

22.2(b) "Not applicable". 

25.3 (b)(i) The quality component shall be assessed on the basis of criteria with 
corresponding numerical weights, which may include qualitative, 
environmental, or social aspects linked to the subject matter of the contract. 
These may include any or a combination of the following: 

a) Quality and technical merit, including technical competence and a 
credible track record; 

b) Aesthetic and functional design and characteristics; 

c) Approach and methodology; 

d) Accessibility; 

e) Tools and equipment; 

f) Social, environmental, economic, and innovative characteristics; 

g) Organization, qualification, and experience of employees or staff 
assigned to perform the contract; 

h) Ongoing contracts and work commitments; 

i) After-sales service and technical assistance; 

j) Delivery conditions, such as delivery period and delivery process; 

k) Disposal measures; or 

l) Other relevant criteria in relation to the subject Goods or 
Infrastructure Projects to be procured. 

25.3 (b)(iii) [indicate the weights given to the price and quality proposals, including the 
sustainability of materials or structures with green specifications] 

25.3(b)  [indicate the criteria with corresponding numerical weights of the quality 
component] 

25.3 (c)(i) 
 “Not applicable” 

25.5 (a) 
All infrastructure projects are packaged in lots listed below. Bidders shall 
have the option of submitting a proposal on any or all lots and evaluation and 
contract award will be undertaken on a per lot basis. Lots hall not be divided 
further into sub-lots for the purpose of bidding, evaluation, and contract 
award.  



In all cases, the NFCC computation, if applicable, must be sufficient for all 
the lots or contracts to be awarded to the Bidder. 

25.5 (b) 
Bid correction shall be allowed.  

25.6 No further instructions. 

26.1 List licenses and permits relevant to the Project and the corresponding law 
requiring it or state “None.” 

29.3(f) 

 

Additional contract documents relevant to the Project that may be required 
by existing laws and/or the Procuring Entity, such as construction schedule 
and S-curve, manpower schedule, construction methods, equipment 
utilization schedule, construction safety and health program approved by the 
DOLE, and Program Evaluation and Review Technique (PERT), Critical Path 
Method (CPM) or other acceptable tools of project scheduling. 

Note: At the end of the contract duration including any approved work 
extension, the contractor is required to submit a Statement of Work 
Accomplished as of date, which shall be the reckoning document for 
any penalties but not limited to imposition of Liquidated Damages (LD) 
and Slippage that may be applicable thereto. 

30.2 Posting Performance Securing Declaration in lieu of performance security 
may be allowed in this Project. 

30.3 The Performance Security shall be in the form: 

The amount of not less than 10% of the contract price, if performance security 
is in cashier’s check. 

 



REPUBLIC OF THE PHILIPPINES

CORDILLERA ADMINISTRATIVE REGION

Contract Reference Number:

Name of Project:

Location of the Project: 40 North Drive, Baguio City

Standard Form Number SF-INFR-55

Revised on: August 11, 2004

2 3 4 5 6

1 GENERAL REQUIREMENTS

1.1 Mobilization/ Demobilization lot 1.00               

1.2 Project Billboard/ Signboard pcs 2.00               

1.3 Temporary Facilities lot 1.00               

1.4

Permits & Clearances:

     - Fire Safety Evaluation Clearance (FSEC)

     - Mechanical Permit

     - Fire Safety Inspection Certificate (FSIC)

     - Includes necessary plans for application of permits 

(signed and sealed)

lot 1.00               

1.5 Water and Electrical Consumption lot 1.00               

1.6 Cleaning and Hauling lot 1.00               

2 DEMOLITION & RESTORATION WORKS

2.1
Demolition/ Removal of Ceiling in 2nd floor, PSS and AD 

Chief Area
lot 1.00               

2.2
Restoration works for Affected Area during the 

Construction
lot 1.00               

3 SCAFFOLDINGS

3.1 Provision of Scaffoldings lot 1.00               

4.1 Ceiling Finishes (Acoustic Board Panel-Fine Fissure) sq.m. 483.55       

5 ELECTRICAL WORKS

5.1 Wirings, Cables,Conduits, Boxes, Switches & Fittings lot 1.00               

5.2 Lighting Fixtures set 196.00       

5.3 Panel Board with Main Breaker & Branches lot 1.00               

6 MECHANICAL WORKS

6.1 Wet Standpipe System lot 1.00               

6.2 Fire Detection and Alarm System lot 1.00               

7 Construction Safety and Health

7.1 Safety Shoes pairs 7.00               

7.2 Hard Hat pcs 7.00               

7.3 Reflective Vest pcs 7.00               

7.4 Safety Signages lot 1.00               

TOTAL BID PRICE:

TOTAL AMT. IN WORDS: (in words)

Conversion of the Standpipe System & Installation 

of FDAS and Repair of Ceiling for DSWD FO-CAR 

Building

BILL OF QUANTITIES

Columns 1, 2, 3, & 4 are to be filled up by the Columns 5 & 6 are to be filled

Procuring Entity by the bidders

ITEM NO.

ITEM DESCRIPTION UNIT QTY. UNIT PRICE (PESOS) AMOUNT (PESOS)

4 ARCHITECTURAL WORKS



REPUBLIC OF THE PHILIPPINES

CORDILLERA ADMINISTRATIVE REGION

Contract Reference Number:

Name of Project:

Location of the Project: 40 North Drive, Baguio City

Standard Form Number SF-INFR-55

Revised on: August 11, 2004

2 3 4 5 6

I GENERAL REQUIREMENTS

I.1 Mobilization/ Demobilization lot 1.00               

I.2 Project Billboard/ Signboard pcs 4.00               

A INSTALLATION OF GENDER AND DEVELOPMENT CORNER AT FIELD OFFICE BUILDING

A.1
Provision of Supply, Labor and Materials for the 

Installation of GAD Corner
lot 1.00               

A.2 Construction Safety and Health

A.2.1 Safety Shoes pairs 3.00               

A.2.2 Hard Hat pcs 3.00               

A.2.3 Reflective Vest pcs 3.00               

A.2.4 Safety Gloves pairs 3.00               

B INTERIOR FIT-OUT OF CENTRALIZED PANTRY AT THE FIELD OFFICE CAR

B.1 Board-up Installation lot 1.00               

B.2
Removal/ Repair Works (Includes walls,floors, windows, 

other repairs necessary, hauling and cleaning)
lot 1.00               

B.3 Architectural Works

B.3.1 Tile Works lot 1.00               

B.3.2 Kitchen Counter and Island Counter lot 1.00               

B.3.3 Ceiling Works lot 1.00               

B.3.4 Painting Works lot 1.00               

B.3.5 Cabinetry and Shelving lot 1.00               

B.3.6 Jalousie Window sq.m. 1.20               

B.3.7 Waterproofing Works lot 1.00               

B.4 Plumbing Works

B.4.1 Plumbing Works lot 1.00               

B.5 Electrical Works

B.5.1 Electrical Works lot 1.00               

B.6 Furnitures and Equipment

B.6.1

Supply and Delivery of Furnitures and Equipment

- Drinks Cooler (1 unit)

- Refrigerator, 2-door pantry-type (1 unit)

- Bar high chair (3 pcs)

- Induction cooker, Twin (1 unit)

- Range Hood w/ complete accessories (1 unit)

- Dining/ Canteen Chair (5 units)

- 4-Seaters Dining Table w/ chairs (4 sets)

 (Designs for approval)

lot 1.00               

C INSTALLATION OF GLASS WALL PARTITIONS FOR VARIOUS OFFCES AT GROUND FLOOR

C.1 Scaffoldings

ITEM NO.

ITEM DESCRIPTION UNIT QTY. UNIT PRICE (PESOS) AMOUNT (PESOS)

IMPROVEMENT OF DSWD-CAR FIELD OFFICE 

BUILDING'S GROUND FLOOR

BILL OF QUANTITIES

Columns 1, 2, 3, & 4 are to be filled up by the Columns 5 & 6 are to be filled

Procuring Entity by the bidders

B.7 Construction Safety and Health
B.7.1 Safety Shoes pairs               5.00 

B.7.2 Hard Hat pcs               5.00 

B.7.3 Reflective Vest pcs               5.00 

B.7.4 Safety Gloves lot               5.00 

B.7.5 Safety Signages pairs               1.00 



C.1.1 Scaffoldings lot 1.00               

C.2 Civil Works

C.2.1
Demolition of Existing Walls and Removal of Existing 

Doors at ARDs Office
lot 1.00               

C.2.2 Framing Support System (Tubular, angle bar, welding rod) lot 1.00               

C.2.3
Repair and Restoration Works (Conference Chairs, Other 

Areas Affected by Ongoing Works and Cleaning/Clearing)
lot 1.00               

C.3 Architectural Works

C.3.1
Fabrication and Installation of Glass Doors w/ Glass Film 

Sticker (Tempered Sliding Door, Tempered Swing Door)
sq.m. 16.17             

C.3.2
Fabrication and Installation of Tempered Glass Wall 

Partition w/ Glass Film Sticker
sq.m. 56.25             

C.3.3 Drywall Partition and False Wall sq.m. 24.44             

C.3.4 Jalousie Window sq.m. 29.34             

C.3.5 Cabinetry and Shelving lot 1.00               

C.3.6 Painting Works sq.m. 48.21             

C.4 Construction Safety and Health

C.4.1 Safety Shoes pairs 6.00               

C.4.2 Hard Hat pcs 6.00               

C.4.3 Reflective Vest pcs 6.00               

C.4.4 Safety Signages lot 1.00               

TOTAL BID PRICE:

TOTAL AMT. IN WORDS: (in words)



DSWD Field Office Cordillera Administrative Region, 40 North Drive, 2600 Baguio City, Philippines
Email: focar@dswd.gov.ph Tel. Nos.: (6374) 446-5961/662-0430 | (6302) 396-6580

Mobile Nos.: (63917) 871-9893/872-0256 | (63919) 065-5365 to 68 Website: www.car.dswd.gov.ph

"CONVERSION OF STANDPIPE SYSTEM,
INSTALLATION OF FDAS AND REPAIR OF CEILING

FOR DSWD FOCAR BUILDING"

DSWD-CAR Field Office Building, 40 North Drive, Baguio City 2600
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CONVERSION OF THE STANDPIPE
SYSTEM & INSTALLATION OF FDAS

AND REPAIR OF CEILING FOR
DSWD FO-CAR BUILDING

FHC

WSP

GV

WSP

(REVISED FLOOR PLAN)

EXISTING CONCRETE
ABOVE GROUND FIRE

RESERVE WATER TANK

1.  THE CONTRACTOR'S MECHANICAL ENGINEER SHALL
REVIEW AND VERIFY THE MECHANICAL SYSTEM DESIGN
AND RECOMMEND THE APPROPRIATE PIPE AND FITTING
SIZES, ADDITIONAL FITTINGS, VALVE SUPPORTS,
ACCESSORIES, AND OTHER NECESSARY SAFETY
FEATURES NOT SPECIFICALLY INDICATED ON THE PLANS
OR LAYOUTS WHENEVER REQUIRED TO ENSURE THE
PROPER, SAFE, AND EFFICIENT OPERATION OF THE
SYSTEM. SUCH RECOMMENDATIONS SHALL COMPLY
WITH THE APPROVED DESIGN INTENT, APPLICABLE CODES
AND STANDARDS, AND SHALL BE SUBMITTED TO THE
CONSTRUCTION ARCHITECT/ENGINEER FOR REVIEW AND
APPROVAL PRIOR TO IMPLEMENTATION.

NOTE:

2.  ALL FIRE PROTECTION PRODUCT SHOULD BE A
UL LISTED. HAS BEEN TESTED, EVALUATED, AND
CERTIFIED BY UNDERWRITERS LABORATORIES (UL)
TO COMPLY WITH RECOGNIZED SAFETY AND
PERFORMANCE STANDARDS FOR ITS INTENDED USE.

Ø75mm

LEGEND SYMBOLS:
GV

FHC

WSP
FDC

CV
GATE VALVE

CHECK VALVE

FIRE HOSE CABINET

WET STANDPIPE
FIRE DEPARTMENT CONNECTION

BGMS
 WAREHOUSE
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ABOVE GROUND FIRE

RESERVE WATER TANK

1.  THE CONTRACTOR'S MECHANICAL ENGINEER SHALL
REVIEW AND VERIFY THE MECHANICAL SYSTEM DESIGN
AND RECOMMEND THE APPROPRIATE PIPE AND FITTING
SIZES, ADDITIONAL FITTINGS, VALVE SUPPORTS,
ACCESSORIES, AND OTHER NECESSARY SAFETY
FEATURES NOT SPECIFICALLY INDICATED ON THE PLANS
OR LAYOUTS WHENEVER REQUIRED TO ENSURE THE
PROPER, SAFE, AND EFFICIENT OPERATION OF THE
SYSTEM. SUCH RECOMMENDATIONS SHALL COMPLY
WITH THE APPROVED DESIGN INTENT, APPLICABLE CODES
AND STANDARDS, AND SHALL BE SUBMITTED TO THE
CONSTRUCTION ARCHITECT/ENGINEER FOR REVIEW AND
APPROVAL PRIOR TO IMPLEMENTATION.

NOTE:

2.  ALL FIRE PROTECTION PRODUCT SHOULD BE A
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TO COMPLY WITH RECOGNIZED SAFETY AND
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Ø
10

0

FDC

LEGEND SYMBOLS:
GV

FHC
WSP
FDC

CV
GATE VALVE
CHECK VALVE
FIRE HOSE CABINET
WET STANDPIPE
FIRE DEPARTMENT CONNECTION



DATE SUBMITTED:

PROJECT/TA No:

LOCATION :

APPROVED BY

CONFORMED BY

PREPARED BY

DESCRIPTION/REMARKSDATE BY

PROJECT NAME :

SHEET CONTENT :

CHECKED BY

SHEET NUMBERPLAN CATEGORY PAPER SIZE

DSWD Field Office Cordillera Administrative Region, 40 North Drive, 2600 Baguio City, Philippines
Email: focar@dswd.gov.ph Tel. Nos.: (6374) 446-5961/662-0430 | (6302) 396-6580

Mobile Nos.: (63917) 871-9893/872-0256 | (63919) 065-5365 to 68 Website: www.car.dswd.gov.ph

03/11 A3

ADMINISTRATIVE DIVISION
FIELD OFFICE CAR

DSWD-FO CAR #40 NORTH DRIVE,
BAGUIO CITY

UP

DN

DN
MEZZANINE FLOOR (OLD F.O.)

ATTIC FLOOR (OLD F.O.)

FHC
WSP

SECOND FLOOR FIRE PROTECTION LAYOUT
SCALE                                                                                                                                                                                                       N/A

1
FP 3 FP

SECOND FLOOR FIRE PROTECTION LAYOUT

CONVERSION OF THE STANDPIPE
SYSTEM & INSTALLATION OF FDAS

AND REPAIR OF CEILING FOR
DSWD FO-CAR BUILDING

(REVISED FLOOR PLAN)

1.  THE CONTRACTOR'S MECHANICAL ENGINEER SHALL
REVIEW AND VERIFY THE MECHANICAL SYSTEM DESIGN
AND RECOMMEND THE APPROPRIATE PIPE AND FITTING
SIZES, ADDITIONAL FITTINGS, VALVE SUPPORTS,
ACCESSORIES, AND OTHER NECESSARY SAFETY
FEATURES NOT SPECIFICALLY INDICATED ON THE PLANS
OR LAYOUTS WHENEVER REQUIRED TO ENSURE THE
PROPER, SAFE, AND EFFICIENT OPERATION OF THE
SYSTEM. SUCH RECOMMENDATIONS SHALL COMPLY
WITH THE APPROVED DESIGN INTENT, APPLICABLE CODES
AND STANDARDS, AND SHALL BE SUBMITTED TO THE
CONSTRUCTION ARCHITECT/ENGINEER FOR REVIEW AND
APPROVAL PRIOR TO IMPLEMENTATION.
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GATE VALVE

CHECK VALVE

FIRE HOSE CABINET

WET STANDPIPE
FIRE DEPARTMENT CONNECTION
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ADMINISTRATIVE DIVISION
FIELD OFFICE CAR

DSWD-FO CAR #40 NORTH DRIVE,
BAGUIO CITY

FIRE PROTECTION SINGLE LINE DIAGRAM
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FIRE HOSE CABINET DETAILS
SCALE                                                                                                                           N/A
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SEMI-RECESSED  FIRE  HOSE
CABINET  MOUNTING
(SEE  NOTE  ABOVE)

FINISH  FLOOR  LINE

  3mm  THICK
CLEAR  GLASS

  ALUMINUM
DOOR  FRAME

W/ PIANO HINGES

1.  ALL  FIRE  HOSE  CABINET  SHALL  HAVE
    THE  FOLLOWING  ACCESSORIES:

a.  40 dia. X 30m  SINGLE  JACKETED  TYPE
     FIRE  HOSE,  ADJUSTABLE

PISTOL  TYPE  (TIGHT  GRIP)
NOZZLE,  FIRE  STICKER

AT  ALL  FHC  GLASS.
b.  SPANNER  WRENCH

c.  9 lbs. DRY  CHEMICAL  ABC  GLASS
d.  PROVIDE  BREAK  GLASS  IN  CASE  OF
     PANEL  DOOR

NOTE:  FIRE  HOSE  CABINET  ACCESSORIES:

FIRE PUMP/JOCKEY PUMP DETAIL
SCALE                                                                                                                                                      N/A
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FIRE PROTECTION SINGLE LINE DIAGRAM
FIRE PUMP/JOCKEY PUMP DETAILS
FIRE HOSE CABINET DETAILS

FIRE HOSE
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FIRE HOSE
CABINET

GV

CONVERSION OF THE STANDPIPE
SYSTEM & INSTALLATION OF FDAS

AND REPAIR OF CEILING FOR
DSWD FO-CAR BUILDING

(REVISED FLOOR PLAN)

THE CONTRACTOR'S MECHANICAL ENGINEER
SHALL REVIEW AND VERIFY THE MECHANICAL
SYSTEM DESIGN AND RECOMMEND THE
APPROPRIATE PIPE AND FITTING SIZES,
ADDITIONAL FITTINGS, VALVE SUPPORTS,
ACCESSORIES, AND OTHER NECESSARY
SAFETY FEATURES NOT SPECIFICALLY
INDICATED ON THE PLANS OR LAYOUTS
WHENEVER REQUIRED TO ENSURE THE
PROPER, SAFE, AND EFFICIENT OPERATION OF
THE SYSTEM. SUCH RECOMMENDATIONS SHALL
COMPLY WITH THE APPROVED DESIGN INTENT,
APPLICABLE CODES AND STANDARDS, AND
SHALL BE SUBMITTED TO THE CONSTRUCTION
ARCHITECT/ENGINEER FOR REVIEW AND
APPROVAL PRIOR TO IMPLEMENTATION.

NOTE:

12
20

mm
(M

AX
.)

EXISTING CONCRETE
ABOVE GROUND FIRE

RESERVE WATER TANK

EXISTING METAL ABOVE
GROUND FIRE RESERVE

WATER TANK

FROM
WATER
SOURCE

GV

2.  ALL FIRE PROTECTION PRODUCTS SHOULD
BE A UL LISTED. HAS BEEN TESTED, EVALUATED,
AND CERTIFIED BY UNDERWRITERS
LABORATORIES (UL) TO COMPLY WITH
RECOGNIZED SAFETY AND PERFORMANCE
STANDARDS FOR ITS INTENDED USE.

FDC

AutoCAD SHX Text
OLD FIELD OFFICE BUILDING

AutoCAD SHX Text
NEW FIELD OFFICE BUILDING
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FDAS-1 05/11 A3

ADMINISTRATIVE DIVISION
FIELD OFFICE CAR

DSWD-FO CAR #40 NORTH DRIVE,
BAGUIO CITY

SECOND BASEMENT FIRE DETECTION AND ALARM SYSTEM LAYOUT
SCALE: NTS
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1.  THE CONTRACTOR'S MECHANICAL ENGINEER SHALL
REVIEW AND VERIFY THE FDAS SYSTEM DESIGN AND
RECOMMEND THE APPROPRIATE ACCESSORIES, LOCATION
OF SMOKE DETECTOR AND OTHER ADDITIONAL NECESSARY
SAFETY FEATURES NOT SPECIFICALLY INDICATED ON THE
PLANS OR LAYOUTS WHENEVER REQUIRED TO ENSURE THE
PROPER, SAFE, AND EFFICIENT OPERATION OF THE SYSTEM.
SUCH RECOMMENDATIONS SHALL COMPLY WITH THE
APPROVED DESIGN INTENT, APPLICABLE CODES AND
STANDARDS, AND SHALL BE SUBMITTED TO THE
CONSTRUCTION ARCHITECT/ENGINEER FOR REVIEW AND
APPROVAL PRIOR TO IMPLEMENTATION.

NOTE:

2. ALL FIRE DETECTION AND ALARM SYSTEM (FDAS)
EQUIPMENT AND COMPONENTS SHALL BE UL LISTED.
EACH PRODUCT SHALL HAVE BEEN TESTED, EVALUATED,
 AND CERTIFIED BY UNDERWRITERS LABORATORIES (UL)
TO COMPLY WITH THE APPLICABLE RECOGNIZED SAFETY
 AND PERFORMANCE STANDARDS FOR ITS INTENDED USE.

CONVERSION OF THE STANDPIPE
SYSTEM & INSTALLATION OF FDAS

AND REPAIR OF CEILING FOR
DSWD FO-CAR BUILDING

(REVISED FLOOR PLAN)

S

BGMS
WAREHOUSE

LEGEND SYMBOLS:

SMOKE DETECTORS

) FACP FIRE ALARM CONTROL PANEL

FAAP FIRE ALARM ANNUNCIATOR PANEL
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ADMINISTRATIVE DIVISION
FIELD OFFICE CAR
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BAGUIO CITY

FDAS-2 06/11FIRST BASEMENT FIRE DETECTION AND ALARM SYSTEM LAYOUT1
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CONVERSION OF THE STANDPIPE
SYSTEM & INSTALLATION OF FDAS

AND REPAIR OF CEILING FOR
DSWD FO-CAR BUILDING

(REVISED FLOOR PLAN)

1.  THE CONTRACTOR'S MECHANICAL ENGINEER SHALL
REVIEW AND VERIFY THE FDAS SYSTEM DESIGN AND
RECOMMEND THE APPROPRIATE ACCESSORIES, LOCATION
OF SMOKE DETECTOR AND OTHER ADDITIONAL NECESSARY
SAFETY FEATURES NOT SPECIFICALLY INDICATED ON THE
PLANS OR LAYOUTS WHENEVER REQUIRED TO ENSURE THE
PROPER, SAFE, AND EFFICIENT OPERATION OF THE SYSTEM.
SUCH RECOMMENDATIONS SHALL COMPLY WITH THE
APPROVED DESIGN INTENT, APPLICABLE CODES AND
STANDARDS, AND SHALL BE SUBMITTED TO THE
CONSTRUCTION ARCHITECT/ENGINEER FOR REVIEW AND
APPROVAL PRIOR TO IMPLEMENTATION.

NOTE:

2. ALL FIRE DETECTION AND ALARM SYSTEM (FDAS)
EQUIPMENT AND COMPONENTS SHALL BE UL LISTED.
EACH PRODUCT SHALL HAVE BEEN TESTED, EVALUATED,
 AND CERTIFIED BY UNDERWRITERS LABORATORIES (UL)
TO COMPLY WITH THE APPLICABLE RECOGNIZED SAFETY
 AND PERFORMANCE STANDARDS FOR ITS INTENDED USE.

BGMS
WAREHOUSE

LEGEND SYMBOLS:

SMOKE DETECTORS

) FACP FIRE ALARM CONTROL PANEL

FAAP FIRE ALARM ANNUNCIATOR PANEL
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ADMINISTRATIVE DIVISION
FIELD OFFICE CAR
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BAGUIO CITY

FDAS-3 07/11
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CONVERSION OF THE STANDPIPE
SYSTEM & INSTALLATION OF FDAS

AND REPAIR OF CEILING FOR
DSWD FO-CAR BUILDING

(REVISED FLOOR PLAN)

1.  THE CONTRACTOR'S MECHANICAL ENGINEER SHALL
REVIEW AND VERIFY THE FDAS SYSTEM DESIGN AND
RECOMMEND THE APPROPRIATE ACCESSORIES, LOCATION
OF SMOKE DETECTOR AND OTHER ADDITIONAL NECESSARY
SAFETY FEATURES NOT SPECIFICALLY INDICATED ON THE
PLANS OR LAYOUTS WHENEVER REQUIRED TO ENSURE THE
PROPER, SAFE, AND EFFICIENT OPERATION OF THE SYSTEM.
SUCH RECOMMENDATIONS SHALL COMPLY WITH THE
APPROVED DESIGN INTENT, APPLICABLE CODES AND
STANDARDS, AND SHALL BE SUBMITTED TO THE
CONSTRUCTION ARCHITECT/ENGINEER FOR REVIEW AND
APPROVAL PRIOR TO IMPLEMENTATION.

NOTE:

2. ALL FIRE DETECTION AND ALARM SYSTEM (FDAS)
EQUIPMENT AND COMPONENTS SHALL BE UL LISTED.
EACH PRODUCT SHALL HAVE BEEN TESTED, EVALUATED,
 AND CERTIFIED BY UNDERWRITERS LABORATORIES (UL)
TO COMPLY WITH THE APPLICABLE RECOGNIZED SAFETY
 AND PERFORMANCE STANDARDS FOR ITS INTENDED USE.

BGMS
WAREHOUSE

LEGEND SYMBOLS:

SMOKE DETECTORS

) FACP FIRE ALARM CONTROL PANEL

FAAP FIRE ALARM ANNUNCIATOR PANEL
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ADMINISTRATIVE DIVISION
FIELD OFFICE CAR

DSWD-FO CAR #40 NORTH DRIVE,
BAGUIO CITY

FDAS-4 08/11
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CONVERSION OF THE STANDPIPE
SYSTEM & INSTALLATION OF FDAS

AND REPAIR OF CEILING FOR
DSWD FO-CAR BUILDING

(REVISED FLOOR PLAN)

1.  THE CONTRACTOR'S MECHANICAL ENGINEER SHALL
REVIEW AND VERIFY THE FDAS SYSTEM DESIGN AND
RECOMMEND THE APPROPRIATE ACCESSORIES, LOCATION
OF SMOKE DETECTOR AND OTHER ADDITIONAL NECESSARY
SAFETY FEATURES NOT SPECIFICALLY INDICATED ON THE
PLANS OR LAYOUTS WHENEVER REQUIRED TO ENSURE THE
PROPER, SAFE, AND EFFICIENT OPERATION OF THE SYSTEM.
SUCH RECOMMENDATIONS SHALL COMPLY WITH THE
APPROVED DESIGN INTENT, APPLICABLE CODES AND
STANDARDS, AND SHALL BE SUBMITTED TO THE
CONSTRUCTION ARCHITECT/ENGINEER FOR REVIEW AND
APPROVAL PRIOR TO IMPLEMENTATION.

NOTE:

2. ALL FIRE DETECTION AND ALARM SYSTEM (FDAS)
EQUIPMENT AND COMPONENTS SHALL BE UL LISTED.
EACH PRODUCT SHALL HAVE BEEN TESTED, EVALUATED,
 AND CERTIFIED BY UNDERWRITERS LABORATORIES (UL)
TO COMPLY WITH THE APPLICABLE RECOGNIZED SAFETY
 AND PERFORMANCE STANDARDS FOR ITS INTENDED USE.

LEGEND SYMBOLS:

SMOKE DETECTORS

) FACP FIRE ALARM CONTROL PANEL

FAAP FIRE ALARM ANNUNCIATOR PANEL
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FDAS-5 09/11
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CONVERSION OF THE STANDPIPE
SYSTEM & INSTALLATION OF FDAS

AND REPAIR OF CEILING FOR
DSWD FO-CAR BUILDING

(REVISED FLOOR PLAN)

1.  THE CONTRACTOR'S MECHANICAL ENGINEER SHALL
REVIEW AND VERIFY THE FDAS SYSTEM DESIGN AND
RECOMMEND THE APPROPRIATE ACCESSORIES, LOCATION
OF SMOKE DETECTOR AND OTHER ADDITIONAL NECESSARY
SAFETY FEATURES NOT SPECIFICALLY INDICATED ON THE
PLANS OR LAYOUTS WHENEVER REQUIRED TO ENSURE THE
PROPER, SAFE, AND EFFICIENT OPERATION OF THE SYSTEM.
SUCH RECOMMENDATIONS SHALL COMPLY WITH THE
APPROVED DESIGN INTENT, APPLICABLE CODES AND
STANDARDS, AND SHALL BE SUBMITTED TO THE
CONSTRUCTION ARCHITECT/ENGINEER FOR REVIEW AND
APPROVAL PRIOR TO IMPLEMENTATION.

NOTE:

2. ALL FIRE DETECTION AND ALARM SYSTEM (FDAS)
EQUIPMENT AND COMPONENTS SHALL BE UL LISTED.
EACH PRODUCT SHALL HAVE BEEN TESTED, EVALUATED,
 AND CERTIFIED BY UNDERWRITERS LABORATORIES (UL)
TO COMPLY WITH THE APPLICABLE RECOGNIZED SAFETY
 AND PERFORMANCE STANDARDS FOR ITS INTENDED USE.

LEGEND SYMBOLS:

SMOKE DETECTORS

) FACP FIRE ALARM CONTROL PANEL

FAAP FIRE ALARM ANNUNCIATOR PANEL
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ADMINISTRATIVE DIVISION
FIELD OFFICE CAR

CONVERSION OF THE STANDPIPE
SYSTEM & INSTALLATION OF FDAS

AND REPAIR OF CEILING FOR
DSWD FO-CAR BUILDING

DSWD-FO CAR #40 NORTH DRIVE,
BAGUIO CITY

ADMIN. & PSS OFFICE REFLECTED CEILING PLAN (SECOND BASEMENT) 1
Ce-1

SUSPENDED CEILING:
595mmX595mm ACOUSTIC CEILING
BOARD PANEL WITH EDGE MOLDING

 FOR SUSPENDED CEILING GRID SYSTEM:
-MAIN TEE/MAIN RUNNER SPACED AT 1200mm
-CROSS TEE/CROSS RUNNER SPACED AT 600mm
-GALVANIZED IRON WIRE HANGER SPACED AT
 1200mm ALONG MAIN RUNNER

SCALE: NTS
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ADMINISTRATIVE DIVISION
FIELD OFFICE CAR

DSWD-FO CAR #40 NORTH DRIVE,
BAGUIO CITY

MEZZANINE FLOOR (OLD F.O.)

ATTIC FLOOR (OLD F.O.)

SECOND FLOOR REFLECTED CEILING PLAN1
Ce-2

CONVERSION OF THE STANDPIPE
SYSTEM & INSTALLATION OF FDAS

AND REPAIR OF CEILING FOR
DSWD FO-CAR BUILDING

MEZZANINE FLOOR (OLD F.O.)

ATTIC FLOOR (OLD F.O.)

Ce-2
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SUSPENDED CEILING:
595mmX595mm ACOUSTIC CEILING
BOARD PANEL WITH EDGE MOLDING

 FOR SUSPENDED CEILING GRID SYSTEM:
-MAIN TEE/MAIN RUNNER SPACED AT 1200mm
-CROSS TEE/CROSS RUNNER SPACED AT 600mm
-GALVANIZED IRON WIRE HANGER SPACED AT
 1200mm ALONG MAIN RUNNER

SCALE: NTS
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ADMINISTRATIVE DIVISION
FIELD OFFICE CAR

CONVERSION OF THE STANDPIPE
SYSTEM & INSTALLATION OF FDAS

AND REPAIR OF CEILING FOR
DSWD FO-CAR BUILDING

DSWD-FO CAR #40 NORTH DRIVE,
BAGUIO CITY

ADMIN. & PSS OFFICE LIGHTING LAYOUT (SECOND BASEMENT) 
SCALE: NTS

1
E-1

SUSPENDED ACOUSTIC CEILING

600mm X 600mm RECESSED LED SQUARE
TROFFER LIGHT WITH DIFFUSER
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ADMINISTRATIVE DIVISION
FIELD OFFICE CAR

DSWD-FO CAR #40 NORTH DRIVE,
BAGUIO CITY

MEZZANINE FLOOR (OLD F.O.)

ATTIC FLOOR (OLD F.O.)

SECOND FLOOR LIGHTING LAYOUT
SCALE: NTS                                                                                                                                                            

1
E-2

CONVERSION OF THE STANDPIPE
SYSTEM & INSTALLATION OF FDAS

AND REPAIR OF CEILING FOR
DSWD FO-CAR BUILDING

MEZZANINE FLOOR (OLD F.O.)

ATTIC FLOOR (OLD F.O.)

E-2

LIGHTING LAYOUT

SUSPENDED ACOUSTIC CEILING

600mm X 600mm RECESSED LED SQUARE
TROFFER LIGHT WITH DIFFUSER

200mmØ 18W ROUND PIN LIGHT(WHITE)

1-20W T8 INDUSTRIAL TYPE WITH POWDER
REFLECTOR SURFACE-MOUNTED LIGHTING

200mmØ 18W ROUND PIN LIGHT(WHITE)
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